PROJECT ENGINEER (PE) HOLD FILE CHECKLIST

PROJECT DEVELOPMENT TO COMPLETE PE HOLD FILE PRIOR TO AWARD DATE

	Project:
	

	Prepared by:
	
	
	Date:
	


	
	Document Name
	(=Included
AV=Avail/Not Incl
NA=Not Applicable

	(  AGREEMENTS:
	

	
	Project Agreement 

	

	
	Material Source Agreements 

	

	
	ROW and Easement Agreements 

	

	
	Utility Agreements 

	

	
	Cooperating Agency Agreements 

	

	(  DESIGN BOOK INFORMATION:
	

	
	Highway Design Standards: WFLHD-3 (design exceptions list) 

	

	
	Quantity Support Calculations (including structures)
 
	

	
	All Correspondence 

	

	
	Field Review Memos and Trip Reports 

	

	
	Mail/Telephone Listing of principal contacts (Design, Environment, etc.) 

	

	
	Design Narrative (Special Design Considerations) 

	

	DESIGN INFORMATION:
	

	(
	Staking Books (Default accuracy settings to 2 decimal places):
	

	
	
	Clearing Notes (2 copies) 

	

	
	
	Slope Stake Notes, Version 2 (2 copies)

 - Metric decimal settings to 2 places

 - US Customary decimal settings to 1 place 

	

	
	
	Staking Detail (2 copies) 

	

	
	
	XYZ Reports (All layers) (2 copies)

 - Metric decimal settings to 4 places

 - US Customary decimal settings to 3 places 

	

	
	
	Seeding Design Listing (8½" x 11") (2 copies)

	

	(
	Horizontal Alignment Data Listings, Geopak “Describe Alignment” (8½" x 11")

 - Metric decimal settings to 4 places

 - US Customary decimal settings to 3 places 

	

	(
	Vertical Alignment Data Listings (8½" x 11") (2 copies)

 - Metric decimal settings to 3 places

 - US Customary decimal settings to 2 places 

	

	
	Profile (22" paper) 1:1000 [1" = 100’] H; 1:100 [1" = 10’] V (2 copies) 

	

	(
	Earthwork Report (8½" x 11") (2 copies)

	

	
	Slope Stake/Cogo Radial Stake Out (CSV Format -- Digital)

	

	
	R/W Radial Stake Out (CSV Format -- Digital) 

	

	
	Excel Earthwork spreadsheet on Computer Disk 

	

	(
	Plotted Cross-Sections with Subgrade shots labeled:  (11" x 17") (2 copies) 

	

	(
	Plotted Culvert Cross Sections  (11" x 17")  (2 copies)

	

	
	Right-Of-Way Plats and Plans  (2 copies) 

	

	CONTRACT INFORMATION:
	

	
	Environmental Documents (2 copies) 

	

	
	Geotechnical Report (2 copies)

	

	(
	Contract Package with Addenda (2 copies) 

	

	(
	SCR in Digital Format 

	

	(
	Telephone Question Forms 

	

	PROVIDED UPON REQUEST:
	

	
	Plans (34" x 22") (2 copies) (Contracts to provide)

	

	
	Cross Sections: Larger size 

	

	
	Ditch Line Profile (22" paper) 1:1000 [1" = 100’] H; 1:100 [1" = 10’] V 

(2 copies) 

	

	
	Cross Sections: (11" x 17") (Additional Copies) 

	

	
	Working Design files in Digital Format with Notice Letter 

	

	
	
	


(
To be placed in binders

(
To be furnished 15 days after Bid opening

(
Include within the normal plotted cross sections, all culvert cross sections (culverts designed to displace ditch and surface runoff).  Cross sections should reflect excavation quantities required in the construction of catch basins, flat bottom ditches, warped cut slopes, etc… for the pipe installations.  Typically these culvert cross sections would only occur at the inlet stations.

(
Provide plotted, skewed cross sections at major culverts (>900 mm [36”]) where the drainage design is not shown on a separate plan sheet within the plans.  Cross sections should reflect the final proposed road template (Geopak-Proposed Tin), to accurately determine culvert length and design.
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